
GX / BX Camera Mount 
& Accessory Matrix

GX Range
2/5MP GX Outdoor Dome

BX Range
Dome

BX Range
Bullet

Mount/Accessory

In-Ceiling Mount 150254 150255 -

Wall Mount - 150505 (requires 150504) -

1.5” NPT Adaptor - 150504 -

NPT to M25 Adaptor - - 110019

Corner Mount Adaptor - 150507 (requires 150505 + 150504) 150507

Pole Mount Adaptor - 150506  (requires 150505 + 150504) 150506

Power Supply 150100 150100 -

Clear Bubble - 150413 -

Tinted Bubble - 150412 -

Shroud Replacement 150552 - -

Surface Mount Adaptor - 150256 
(already supplied with the BX Dome) -

 Metal Ceiling Panel - 150259 -

Junction Box - - 150300
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Mount Name Camera Range Dimensional Drawing Product Codes

NPT to M25 Adaptor BX Range

DIMENSIONAL DRAWING

ID: M&A_110019 19.1 OCT 19

110019 - NPT to M25 Adaptor Mount
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110019 - NPT to M25 Adaptor Mount

View on Side Face

View on Top Face Section A-A View

View on Side Face

30.5mm

Ø 19.0mm

18
.0

m
m

A

A 8.00mm

20.0mm

Ø
 2

6.
7m

m
 (M

ax
)

30
.0

m
m

22
.0

m
m

Metric

Intl Thread
M25 x 1.5

Extl Thread
3/4 Inch NPT x 1.5 TPI

110019

In-Ceiling Mount GX Range
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150254

Metal Ceiling Panel BX Range

DIMENSIONAL DRAWING

ID: M&A_150259 DEC 20

150259 - In-Ceiling Dome Camera 
Ceiling Panel

Metal ceiling panel for in-ceiling dome cameras. Including UX-DC and BX-DO

Weight: 1.5 kg (3.3 lbs)

Finish: Aluminum, powder coat, RAL 9003

• Provides extra support for In-Ceiling IP Dome Cameras

• Replaces or reinforces ceiling tiles in suspended ceiling installations

UX-BX-DC-CPNL  150259
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Junction Box BX Range

DIMENSIONAL DRAWING

ID: M&A_150259 DEC 20

150300 - Bullet Camera Junction Box

Junction box for the select Bullet Cameras

Weight: 0.59 kg (1.30 lbs)

Finish: Powder coated aluminum, RAL 9003

• Low profile junction box specifically designed to fit with select Bullet Cameras
• Offers 2x 3/4” NPT cable entry holes for cable connections
• Meets IP66 weather rating
• Compatible with: UX-BO Bullet cameras, BX-BO Bullet cameras, SP Thermal cameras

BO-JCT-BOX  150300
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Product Code Input Voltage Input Connector Output Voltage Output 
Current (Max)

Output 
Connector

Operating 
Temperature Range

Dimensions 
(D x W x H)

150100 100-240VAC IEC320-C14 55V DC 0.55A RJ45 Female 
Connector

-20°C to 40°C  @30W
-20°C to 55°C  @22.5W

166mm x 52mm x 
35mm

Power Supplies

ID: IV-CMM-GXBX 21.1 FEB 21

Mount Name Camera Range Dimensional Drawing Product Codes

Wall Mount BX Range

DIMENSIONAL DRAWING

ID: M&A_150505 DEC 20

150505 - BX Pendant Wall Mount

Pendant wall mount for dome cameras. Compatible with BX-DO dome cameras.

Weight: 1.27 kg (2.80 lbs)

Finish: Powder coat, RAL 9003 Body: Aluminum, stainless steel, silicone rubber

• Female 1-1/2”NPS camera mount
• 3/4“ NPT conduit entry
• Creates outdoor seal with pendant dome cameras that meets IP66 standards

BX-DP-NPTA-MNT 150505
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150505

Pole Mount Adaptor BX Range

DIMENSIONAL DRAWING

ID: M&A_150506 DEC 20

150506 - Pole Mounting Bracket

Aluminum pole mounting bracket for dome cameras using the pendant wall mount and bullet cameras

Weight: 0.458 kg (1.01 lbs)

POLE-MNT 150506

• Female inserts
• Compatible with:
 • Pendant Wall Mount (UX-DP-WALL_MNT) for UX-DP Pendant Dome Cameras
 • Pendant Wall Mount (BX-DP-WALL-MNT) for BX-D Dome Cameras
 • UX Bullet Cameras (UX-BO)
 • BX Bullet Camera (BX-BO)
 • HD Bullet Camera Junction Box (H4-BO-JBOX1)
 • Thermal Bullet Cameras (SP-BO)
 • Multisensor Camera (SP-MS)
• 6”–20” Metal straps included
• Minimum pole diameter is 152.4 mm (6”)
• Maximum pole diameter is 508 mm (20”)

RAL 9003 Included components for 
IndigoVision camera and accessories:
• 4 x Hex head bolts (3/8” – 16 x 1”)
• 4 x Lock washers (3/8”)
• 4 x Flat washers (3/8”)
• 4 x Hex head bolts (M4-0.7 x 30)
• 4 x Lock washers (M4)
• 4 x Flat washers (M4)
• 2 x 6” – 20” Metal straps
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Corner Mount Adaptor BX Range

DIMENSIONAL DRAWING

ID: M&A_150507 DEC 20

150507 - Corner Mounting Bracket

Aluminum corner mounting bracket for dome cameras using a pendant wall mount and bullet cameras.

Weight: 1.24 kg (2.73 lbs)

CRNR-MNT 150507

• Female inserts
• Compatible with:
 • Pendant Wall Mount (UX-DP-WALL_MNT) for UX-DP Pendant Dome Cameras
 • Pendant Wall Mount (BX-DP-WALL-MNT) for BX-D Dome Cameras
 • UX Bullet Cameras (UX-BO)
 • BX Bullet Camera (BX-BO)
 • Bullet Camera Junction Box (BO-JCT-BOX)
 • Thermal Bullet Cameras (SP-BO)
 • Multisensor Camera (SP-MS)
• 6”–20” Metal straps included
• Minimum pole diameter is 152.4 mm (6”)
• Maximum pole diameter is 508 mm (20”)
• RAL 9003 Wall mounting hardware not included

RAL 9003 included components for 
IndigoVision camera and accessories:
• 4 x Hex head bolts (3/8” – 16 x 1”)
• 4 x Lock washers (3/8”)
• 4 x Flat washers (3/8”)
• 4 x Hex head bolts (M4-0.7 x 30)
• 4 x Lock Washers (M4)
• 4 x Flat washers (M4)
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Note: Specifications are correct at the datasheet date of issue and are subject to change without prior notice.


