
SP Multisensor Camera
Mount & Accessory Matrix

SP Multisensor
Pendant

SP Multisensor
Surface

SP Multisensor
In-Ceiling

4

4

4

Mount/Accessory

Camera Module 754980 (Mandatory for all variants)

Surface Mount Adaptor - 150251 (requires 150400 or 150401) -

Pendant Mount Adaptor
150252 (requires 150500 or 150501) + 

(150400 or 150401) - -

Wall Mount 150500 (requires 150252) - -

NPT Adaptor 150501 (requires 150252) - -

Pole Mount adaptor 150506 (requires 150500) - -

Corner Mount adaptor 150507 (requires 150500) - -

In-Ceiling Mount - - 150253 (requires 150403 or 150402)

Bubble (Clear) 150400 150400 150403

Bubble (Tinted) 150401 150401 150402

Metal In-Ceiling panel - - 150258

IR Illuminator 150250 (requires 150400) 150250 (requires 150400) -

Power Supply 150101, 150100 150101, 150100 150101, 150100

Ferrite Clamp 
(Trackside use)

150550 150550 150550
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Mount Name Camera Range Dimensional Drawing Product Codes

Surface Mount Adaptor SP Range
Multisensor
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150251 
(requires 150400 or 

150401)

Pendant Mount Adaptor SP Range
Multisensor

DIMENSIONAL DRAWING

ID: SP-SPMULTI 20.0 SEP 20
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150252 
(requires 150500 or 

150501) + (150400 or 
150401)

Wall Mount SP Range
Multisensor

DIMENSIONAL DRAWING

ID: SP-SPMULTI 20.0 SEP 20
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150500
(requires 150252)

In-Ceiling Mount SP Range
Multisensor

DIMENSIONAL DRAWING

ID: SP-SPMULTI 20.0 SEP 20
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150253 (requires 150403 
or 150402)
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Product Code Input Voltage Input Connector Output Voltage Output 
Current (Max)

Output 
Connector

Operating 
Temperature Range

Dimensions 
(D x W x H)

150100 100-240VAC IEC320-C14 55V DC 0.55A RJ45 Female 
Connector

-20°C to 40°C  @30W
-20°C to 55°C  @22.5W

166mm x 52mm x 
35mm

150101 100-240VAC IEC320-C14 55V DC 1.1A RJ 45 Female 
Connector

-10C to 45C @60W
-10C to 55C @30W

151mm x 62 mm x 
38 mm

Power Supplies

ID: IV-CMM-SP D21.2 JAN 21

Mount Name Camera Range Dimensional Drawing Product Codes

Metal In-Ceiling panel SP Range
Multisensor

DIMENSIONAL DRAWING

ID: SP-SPMULTI 20.0 SEP 20
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150258

Pole Mount Adaptor SP Range
Multisensor

DIMENSIONAL DRAWING

ID: M&A_150506 DEC 20

150506 - Pole Mounting Bracket

Aluminum pole mounting bracket for dome cameras using the pendant wall mount and bullet cameras

Weight: 0.458 kg (1.01 lbs)

POLE-MNT 150506

• Female inserts
• Compatible with:
 • Pendant Wall Mount (UX-DP-WALL_MNT) for UX-DP Pendant Dome Cameras
 • Pendant Wall Mount (BX-DP-WALL-MNT) for BX-D Dome Cameras
 • UX Bullet Cameras (UX-BO)
 • BX Bullet Camera (BX-BO)
 • HD Bullet Camera Junction Box (H4-BO-JBOX1)
 • Thermal Bullet Cameras (SP-BO)
 • Multisensor Camera (SP-MS)
• 6”–20” Metal straps included
• Minimum pole diameter is 152.4 mm (6”)
• Maximum pole diameter is 508 mm (20”)

RAL 9003 Included components for 
IndigoVision camera and accessories:
• 4 x Hex head bolts (3/8” – 16 x 1”)
• 4 x Lock washers (3/8”)
• 4 x Flat washers (3/8”)
• 4 x Hex head bolts (M4-0.7 x 30)
• 4 x Lock washers (M4)
• 4 x Flat washers (M4)
• 2 x 6” – 20” Metal straps
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150506
(requires 150500)

Corner Mount Adaptor SP Range
Multisensor

DIMENSIONAL DRAWING

ID: M&A_150507 DEC 20

150507 - Corner Mounting Bracket

Aluminum corner mounting bracket for dome cameras using a pendant wall mount and bullet cameras.

Weight: 1.24 kg (2.73 lbs)

CRNR-MNT 150507

• Female inserts
• Compatible with:
 • Pendant Wall Mount (UX-DP-WALL_MNT) for UX-DP Pendant Dome Cameras
 • Pendant Wall Mount (BX-DP-WALL-MNT) for BX-D Dome Cameras
 • UX Bullet Cameras (UX-BO)
 • BX Bullet Camera (BX-BO)
 • Bullet Camera Junction Box (BO-JCT-BOX)
 • Thermal Bullet Cameras (SP-BO)
 • Multisensor Camera (SP-MS)
• 6”–20” Metal straps included
• Minimum pole diameter is 152.4 mm (6”)
• Maximum pole diameter is 508 mm (20”)
• RAL 9003 Wall mounting hardware not included

RAL 9003 included components for 
IndigoVision camera and accessories:
• 4 x Hex head bolts (3/8” – 16 x 1”)
• 4 x Lock washers (3/8”)
• 4 x Flat washers (3/8”)
• 4 x Hex head bolts (M4-0.7 x 30)
• 4 x Lock Washers (M4)
• 4 x Flat washers (M4)
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(requires 150500)

Note: Specifications are correct at the datasheet date of issue and are subject to change without prior notice.


