
550kg - 580kg

220440

Voltage: 12V / 24VDC (configurable)

Normally Closed (NC) & Normally Open (NO), Rated 30V / 100mA
Monitoring:

Current Draw:

Product Dimensions (mm):

WIRING SCHEMATIC 

DIMENSIONS (MM) 

Z8-WR  Weather Resistant Electromagnetic Lock

± 10% ± 10%

Magnet - (L)234 x (H)67.5 x (D)43
Armature - (L)194 x (H)61 x (D)16

Product Weight:
Magnet - 3.4kg; Armature - 1.5kg

Conduit Fitting
Outside - M25 x 1.5; Inside M20 x 1.5

Housing
Stainless SteelCable

Supplied complete with 200mm flying lead
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RED

WHITE

12VDC
INPUT BLACK

GREEN
RED

WHITE
GREEN

24VDC
INPUT

BLACK BROWN

BLUE

YELLOW

NC

COM

NO

R
E

D

W
H

IT
E

G
R

E
E

N
B

R
O

W
N

B
LU

E

Y
E

LL
O

W

165

B
LA

C
K

194

234
212

61

16

M25X1.520 cm

212

67.5

43.5

4317
.5

12
.3

13
.3

12 12

Outside

M20X1.5
Inside

Magnet

Armature

Spring-Loaded Pad


